
DISCOVER THE NEW 
GENERATION OF 
ELECTRONIC SIRENS
→ EN54-3 CERTIFIED VERSIONS: 2852-CPR-0216

→ 67 SOUNDS, UP TO 120dB

→ CUSTOMIZED ALERTS AND VOICE MESSAGES

→ IP66 AND IP69K

→ CONFIGURATION AND DIAGNOSTICS VIA NFC
     WITH MYSIRENA APP

→ PROGRAMMING SOFTWARE

SE120
SE120 PRO
SE120 FA
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CUSTOMIZED
ALERTS

EASY TO PROGRAM 
AND MAINTAIN

POWERFUL
AND RESISTANT
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SE120 - SE120 PRO - SE120 FA
THE NEW LEVEL OF SOUND POWER

ENDLESS SOUND POSSIBILITIES

• 30 possible combinations - 67 sounds up to 120dB 
• SE120 FA: 8 EN54-3 standard sounds >60dB(A) <120dB(A)
• 8 sound levels
• SE120 PRO: Possibility to upload your customized alerts 

thanks to the built-in memory

CONVENIENTLY POWERFUL

One of the highest sound propagation on the market allows the use of less 
units to cover a wide area

WITHSTAND THE TOUGHEST WORKING CONDITIONS
 IP66 | IP69K        -30°C | +50°C        FA: -30°C | +70°C   

APP SETUP AND MONITOR VIA NFC
Thanks to the NFC module and the dedicated 
MySirena App, it's easy to connect, configure 
and check diagnostics of the SE120.
RED-compliant device

EASY MOUNTING AND SAFE MAINTENANCE

SE120 mount operation is quick with only two screws to fix.
Maintenance operation is safer thanks to the convenient chain that avoids accidental 
fall of the removable component.

up to  
120dB

Sirena SpA | Corso Moncenisio, 5 - 10090 Rosta (TO) Italy
+39 011 95 68 555 | info@sirena.it | www.sirena.it
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SE120
100-240V AC

SE120 
LT 12-24V AC / 12-60V DC      22700         22704
HT 100-240V AC       22701          22705

SE120 PRO
LT 12-24V AC / 12-60V DC      22702         22706
HT 100-240V AC        22703         22707

SE120 FA
24V DC                     22708         22709

V DC
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SE120 | SE120 PRO | SE120 FA

*EN54-3 certified version SE120 FA


